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INSTRUCCIONES DE INSTALACIÓN
1.  Asegúrate de que la parte inferior del colado tipo canasta (D) no 

contenga ningún desecho

2.  Coloca la arandela embridada (B) en la parte superior del tubo de 
conexión con bifurcación soldada (C) y enrosca la tuerca (A) en el 
coladero tipo canasta (D)

3.  Conecta el tubo de desagüe a la parte inferior del tubo de conexión con 
bifurcación soldada (C) 

4. Conecta el desagüe del lavaplatos (E) al tubo de conexión con 
bifurcación soldada (C) con los conectores adecuados. (Los conectores 
del desagüe del lavaplatoes (E) no están incluidos en este paquete)

5.  Ajusta todas las tuercas (A). VERIFICA QUE NO HAYA FILTRACIONES  

 

 

 

.

 

INSTALLATION INSTRUCTIONS
1. Make sure the bottom of the basket strainer (D) is clean of any 

debris

2. Put flanged washer (B) on top of the Sweat Branch Tailpiece (C) 
and screw nut (A) onto the basket strainer (D)

3. Connect drain to bottom of Sweat Branch Tailpiece (C) 

4. Connect dishwasher drain (E) to the Sweat Branch Tailpiece (C) 
with proper connectors. (dishwasher drain (E) connectors are not 
included in this package) 

5. Tighten all nuts (A). CHECK FOR LEAKS 
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